
	

Application	Guide	for	Safety	Strip	Product	

1.	Surface	Preparation	

•	Sweep	or	blow	surface	clean	of	dust/aggregate/debris.	
•	If	available,	preheat	pavement	surface	(edges	first)	with	torches	or	heat	cart.	

2.	Handling	Material	

•	Remove	film	backing	carefully	(patch	is	tacky).	
•	Without	heat:	flip	strip	and	let	sun	warm	underside	~5	min.	

3.	Placement	&	Anchoring	

•	Anchor	first	few	feet	with	weight/person.	
•	Apply	using	two-person	rod,	feeder	bar,	or	cart	(preferred).	

•	Cut	into	5–10	ft	sections	for	easier	handling.	

4.	Installation	Technique	

•	Walk	slowly	during	placement.	
•	If	bubbles	form,	lift/reset	before	tamping.	

•	Tamp	lightly	with	hand	tamp	or	pneumatic	roller.	

5.	Joining	Strips	

•	Overlap	upstream	end	over	downstream	end	by	1–2	in.	

6.	Final	Steps	

•	Open	to	traffic	immediately;	monitor	15–20	min	for	issues.	
•	No	post-treatment	required.	Tubes	recyclable.	

Key	Reminders:	

•	Clean	surface	=	strong	bond.	
•	Heat	edges	first	if	heating.	

•	Overlap	strips	for	seamless	finish.	
•	Light	tamping—traffic	sets	product.	


